Katowice ® NA STRAZY
Elom JAKOSCI

ATTESTATION OD 1899 ROKU
Number WG /2023 / 811K/ 2
Manufacturer: Przedsiebiorstwo Produkcyjno Handlowe Kostrzewa Spétka Jawna, ul. Przemystowa 11A,
11-500 Gizycko
Product: Heating boiler for solid fuel with automatic stoking
Trade designation: MINI MATIC 20 with a power of 20 kW

Fuel: wood pellets

Boiler category: 1 Condensing boiler NO
Test method: PN-EN 303-5:2021-09 Boiler class 5
Parameter Symbol Unit ~ Valu Criterion
= , Carbon monoxide, Eco | mg/m’, | 6560 | <500
E E g_ Nitrogen oxides, calculated as NOZV Enox mg/m3n 131,54 -
§ = g Organic gaseous compounds  Egge mg/rr13n 4,67 | s20
S Dustl Epm | mg/m’, | 1638 | <40
2 | g Carbon monoxide| Eco | mg/m’, | 262,69 | <500
g g § E_ Nitrogen oxides, calculated as NO,| Eyoyx mg/m3,.l 111,54 |-
E £ £ = Organic gaseous compounds! Egge mg/man 14;87 1200
= i Dust| Epy | mg/m’, | 1849 | <40
= “Carbon monoxide Es co mg/m‘:’n 233,13 <500
© 4 S el
§ Nitrogen oxides, calculated as NO;| E oy mg/mE’n 118,79 <200
o Organic gaseous compounds! Eg ogc mg/m3|1 12192 20
e o Dust| E, | mg/m’ | 1817 | <40
Seasonal space heating energy efficiency in active mode!  nop % 86,1 -
T e e
‘% Seasonal space heating energy efficiency] 1, % 82,1 2377
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<) . Generated useful heat- P, kW 20,24 -
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= Useful efficiency| n, % 86,73 -
@ |heat output — ey
T — _ FEfficiency| Mo | % | 9386 | 2883
- ~ Generated useful heat Ps kw 5,30 7
Minimum = £
Useful efficiency| n, % 86,03 =
heat output ——
| R — _ Efficiency] ng | % | 9310 |>87,78
Aumhary e!ectrlmty consumptlon Load || el ax kw 0,053 SR
ﬂ =SS o O T
6 g Auxiliary electricity consumption Load Il| ely, kw 0,022 -
% ?': Auxiliary electricity consumption in standby mode; Pgg kw 0,003 -
i E Energy efficiency index|  EEI = 120,89 =
- R i = hassisvasines: Beuiuii i WO, (Wi e, RO
Energy efficiency class - - A+ -

h :) zefsiakin;ibﬁ'érpi)m&ejghi’sjé Bahi-e?‘rﬁé_sq do spalin suchych zawierajgcych 10% tlenu w stanie normalnym, w temperaturze 273,15K i p_rz:( cignieniu i613,25 mbar
Comparison of the results of the completed test, registered under number B/2023/811K in the Accredited Testing Laboratory No.
ABO024 with the requirements of the PN-EN 303-5:2021-09 standard for Class 5 in which the requirements of Commission Regulation
(EU) 2015/1189 were implemented of April 28, 2015 on the implementation of Directive 2009/125/EC of the European Parliament
and of the Council and Commission Delegated Regulation (EU) 2015/1187 of 27 April 2015 with regard to the requirements for solid
fuel boilers.
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